Pipe & Cable AND Magnetic Locating

XTpc Single Frequency
PIPE & CABLE LOCATOR

GA-92XTd
MAGNETIC LOCATOR

#1 Choice for Utilities Locating
Water • Sewer • Gas • Electric • Telecomm

CABLE TV LINES • CAST OR DUCTILE IRON PIPES
COPPER PIPE • CORNER MARKERS • CURB & VALVE BOXES
ENCLOSURES • FIBER OPTIC W/ TRACER OR SHIELD
GAS LINES • HAZMAT DRUMS • IRRIGATION LINES
MAG & PK NAILS • MANHOLE COVERS • MARKER MAGNETS
PLASTIC PIPE W/ TRACER WIRE • POWER LINES
SEPTIC TANKS • STEEL PIPES • STREET LIGHT POWER
TELEPHONE LINES • WATER & SEWER LINES • WELL CASINGS
MPC KIT MULTI-PURPOSE COMBO KIT

GA-92XTd Receiver Specifications

- **Battery Indicator:** 4-segment LCD
- **Gain:** 4-Level LCD - Low (L), Medium (M), High (H), Extra High (XH)
- **Volume:** 3 Levels: Muted, Medium and Maximum
- **Battery:** One 9V Battery
- **Battery Life:** 24 Hours (intermittent use)
- **Operating Temperature:** -13°F to 140°F (-25°C to 60°C)
- **Dimensions:** Unit extended: 26 in (~66 cm) Unit collapsed: 15.5 in (~39 cm)
- **Nominal Sensor Spacing:** 9.5” (24 cm)
- **Weight:** Under 2.5 lbs (1.1 kg)
- **Water and Dust Resistance:** Rated IP54

XTpc Receiver Specifications

- **Operating Frequency:** Active: 82 kHz or 33 kHz (factory selectable) Passive: 50 or 60 Hz Sonde: 512 Hz
- **Battery:** One 9V Battery
- **Battery Life:** 18 Hours (intermittent use)
- **Operating Temperature:** -4°F to 140°F (-20°C to 70°C)
- **Max Depth Capability:** Approximately 19' (5.8 m) Sonde mode - approximately 5' - 15' (1.5 m to 4.2 m)
- **Dimensions:** Unit extended: 26 in (~66 cm) Unit collapsed: 15.5 in (~39 cm)
- **Weight:** Under 2.5 lbs (1.1 kg)
- **Water and Dust Resistance:** Rated IP54

XTpc Transmitter Specifications

- **Operating Frequency:** 82 kHz or 33 kHz (factory selectable)
- **Battery:** Rechargeable NiMH 7.2V, 3800 mAh
- **Battery Life:** 8 Hours (continuous use)
- **Operating Temperature:** -4°F to 140°F (-20°C to 70°C)
- **Dimensions:** 7.2” L x 2.2” W x 1.5” H
- **Output Power:** Maximum 1-watt allowed under FCC at 82 kHz; 1.8-watt at 33 kHz
- **Outputs/Inputs:** Circular “smart” connector to:
  1. Inductive antenna
  2. Inductive clamp
  3. Conductive clips
  4. Battery charger
- **Weight:** Under 2 lbs (0.9 kg)
- **Water and Dust Resistance:** Rated IP54

MPC KIT includes
- **GA-92XTd Magnetic Locator**
- **XTpc Single-Frequency Pipe & Cable Locator**
  - Inductive Antenna • Transmitter • Holster Clip • Ground Stake
  - Power Supply & Charger for XTpc (AC/DC)
  - Conductive Clips Assembly • Small Heavy Duty Conductive Clip
  - Rugged carrying hard case with custom foam insert

Available in 2 models:

**MPC-800:** Includes an XTpc-82 Pipe & Cable Locator and a GA-92XTd Magnetic Locator

**MPC-300:** Includes an XTpc-33 Pipe & Cable Locator and a GA-92XTd Magnetic Locator

Contact Us:
800-999-8280
info@schonstedt.com

Find Your Local Dealer:
schonstedt.com

MUL TI-PURPOSE COMBO KIT

Includes

- GA-92XTd Magnetic Locator
- XTpc Single-Frequency Pipe & Cable Locator
  - Inductive Antenna • Transmitter • Holster Clip • Ground Stake
  - Power Supply & Charger for XTpc (AC/DC)
  - Conductive Clips Assembly • Small Heavy Duty Conductive Clip
  - Rugged carrying hard case with custom foam insert

Available in 2 models:

**MPC-800:** Includes an XTpc-82 Pipe & Cable Locator and a GA-92XTd Magnetic Locator

**MPC-300:** Includes an XTpc-33 Pipe & Cable Locator and a GA-92XTd Magnetic Locator

Contact Us:
800-999-8280
info@schonstedt.com

Find Your Local Dealer:
schonstedt.com

SCHONSTEDT INSTRUMENT COMPANY • 100 EDMOND ROAD • KEARNEYSVILLE, WV 25430 • 304-725-1050