Leško sprayers
and trailers

www.traktorske-prikolice.com  www.lesko.hr
ML range

"Sprayers suitable for small and medium farmers, spraying capacities up to 600 liters - perfect for vegetable growers."

Technical specifications:
- capacities:
  200 - 300 - 400 - 500 - 600 lt
- booms working width:
  6 - 8 - 10 - 12 m
- pump: Leško KM 65/30, Comet BP 75, Comet BP 105

Options:
- environmental mixer
- suction filter and hose
- triplex nozzle holder
- vineyard vertical booms
- hose reel (up to 100 m)

www.lesko.hr
"Sprayers for professional farmers supported by latest spraying technology."

**Technical specification**
- capacities: 600 - 800 - 1000 - 1200
- booms working width:
  - 12 - 15 m (manual folding)
  - 12 - 15 - 18 - 21 - 24 (hydraulic folding)
- pump: Comet BP 105 - 281

**Options:**
- environmental mixer
- suction filter and hose
- triplex nozzle holder
- internal tank cleaning
- electronic control unit
- computer control unit
- electronic filing counter
- foam marker
- GPS - navigation

**EU TECHNICAL SPRAYING REQUIREMENTS ACCOMPLISHED!**
"High-volume trailed sprayers - versatile yet simple and durable machine for profitable agriculture production."

**Options:**
- environmental mixer
- suction filter and hose
- triplex nozzle holder
- internal tank cleaning
- electronic control unit
- computer control unit
- electronic filling counter
- foam marker
- GPS - navigation
- pneumatic or hydraulic braking system
- steering axle

**Technical specifications:**
- capacities: 2000 - 3000 lt
- booms working width:
  - 15 - 18 - 20 - 21 - 24 hydraulic folding
- pump: Comet BP 171 - 281
- wheels: 9.5R36 - 9.5R44 - 11.2R46 - 12.4R46
- adjustable track width:
  - 1.550 - 2.200 mm

www.lesko.hr
CARRIED AND TRAILED MISTBLOWERS

"Machines for accurate and effective spraying of vineyards, orchards and olives - each model can be adjusted to specific space crops!"

Technical specifications:
- Capacities of carried sprayers:
  100-200-300-400-500
  -600-800-1000 l
- Capacities of trailed sprayers:
  600-800-1000
  -1500-2000-3000 l
- Spraying height: up to 8 m
- Spraying width: up to 18 m
- m³/h: min. 26.200 - max. 73.440
- Duplex nozzles holder
- Professional Lechler TR and ID nozzles

Options:
- Suction filter and hose
- Electronic control unit
- Basket powder mixer
- Internal tank cleaning
- Traffic lights

EU TECHNICAL SPRAYING REQUIREMENTS ACCOMPLISHED!
ONE AXLE TRAILERS

STANDARD EQUIPMENT
- ladders (on front sidewall, inside and outside)
- parking jack with reduction gears
- grain hatch and tool box
- central locking system
- collapsible sidewalls
- universal sidewall M50 locks with safety system
- hand brake
- height-adjustable rotating tow eye (TUV certificated)
- traffic lights and warnboards
- rear electric and hydraulic connections for second trailer

www.traktorske-prikolice.com
Agriculture trailers for small and medium-sized farmers - netto load capacity from 2.5 - 6 ton

<table>
<thead>
<tr>
<th>Type</th>
<th>3.5T</th>
<th>5.5T</th>
<th>7T</th>
<th>8T</th>
</tr>
</thead>
<tbody>
<tr>
<td>Netto load capacity (kg)</td>
<td>2.500</td>
<td>4.000</td>
<td>5.000</td>
<td>6.000</td>
</tr>
<tr>
<td>Box dimensions (mm)</td>
<td>2.500×1.500</td>
<td>3.000×2.000</td>
<td>3.500×2.000</td>
<td>4.000×2.000</td>
</tr>
<tr>
<td>Sidewalls (mm)</td>
<td>400+400</td>
<td>500+500</td>
<td>500+500</td>
<td>500+500</td>
</tr>
<tr>
<td>Wheels</td>
<td>10.0/75R15,3</td>
<td>12.5/80R15,3</td>
<td>12.5/80R15,3</td>
<td>355/50R22,5 RE</td>
</tr>
<tr>
<td>Axle track (mm)</td>
<td>1.100</td>
<td>1.600</td>
<td>1.600</td>
<td>1.600</td>
</tr>
<tr>
<td>Braking system</td>
<td>hydraulic/pneumatic</td>
<td>hydraulic/pneumatic</td>
<td>hydraulic/pneumatic</td>
<td>hydraulic/pneumatic</td>
</tr>
</tbody>
</table>

OPTIONS

- spare wheel
- wheel parking jack
- pneumatic braking system (single or dual-line)
- hydraulic tipping connection on rear side
- floor thickness: 4 mm
- tipping safety valve

AVAILABLE IN SPECIFIC DIMENSIONS ON DEMAND!
TWO AXLE TRAILERS

STANDARD EQUIPMENT
- ladders (on front sidewall - inside and outside)
- tool box
- grain hatch
- central locking system
- collapsible sidewalls
- universal sidewall M50 locks with safety system
- hand brake
- front rotating tow eye + rear tow eye
- traffic lights and warnboards
- rear electric and hydraulic connections for second trailer
Agriculture trailers for professional farmers - excellent price/quality ratio, netto load capacity from 6 up to 14 ton

<table>
<thead>
<tr>
<th>Type</th>
<th>8T</th>
<th>11T</th>
<th>13T</th>
<th>16T</th>
<th>18T</th>
</tr>
</thead>
<tbody>
<tr>
<td>Netto load capacity (kg)</td>
<td>6.000</td>
<td>8.000</td>
<td>10.000</td>
<td>12.000</td>
<td>14.000</td>
</tr>
<tr>
<td>Box dimensions (mm)</td>
<td>4.000×2.000</td>
<td>4.500×2.000</td>
<td>5.000×2.200</td>
<td>5.000×2.300</td>
<td>5.000×2.400</td>
</tr>
<tr>
<td>Sidewalls (mm)</td>
<td>500+500</td>
<td>600+600</td>
<td>600+600</td>
<td>800+600</td>
<td>800+800</td>
</tr>
<tr>
<td>Wheels</td>
<td>12.5/80R15,3</td>
<td>355/50R22,5 RE</td>
<td>355/50R22,5 RE</td>
<td>355/50R22,5 RE</td>
<td>355/50R22,5 RE</td>
</tr>
<tr>
<td>Track (mm)</td>
<td>1.600</td>
<td>1.600</td>
<td>1.800</td>
<td>1.900</td>
<td>2.000</td>
</tr>
<tr>
<td>Braking system</td>
<td>single line hydraulic / single line pneumatic (Haldex) / dual line pneumatic (Haldex)</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**OPTIONS**

- spare wheel
- pneumatic brake system (Haldex)
- hydraulic tipping connection on rear side
- floor thickness: 4 mm
- conical body dimension
- tipping safety valve
- third extensions with tarpeline

**AVAILABLE IN SPECIFIC DIMENSIONS ON DEMAND!**
TANDEM AXLE TRAILERS

STANDARD EQUIPMENT
- ladders
- tool box
- hand brake
- central locking system
- collapsible sidewalls
- parking jack with reduction gears
- universal sidewall M50 locks with safety system
- grain hatch
- height-adjustable rotating tow eye (TÜV certificated)
- traffic lights and warmboards
- rear electric and hydraulic connections for second trailer

www.traktorske-prikolice.com
High-volume and sturdy agriculture trailers - netto load capacity from 8 to 14 ton

<table>
<thead>
<tr>
<th>Type</th>
<th>11T</th>
<th>13T</th>
<th>16T</th>
<th>18T</th>
</tr>
</thead>
<tbody>
<tr>
<td>Netto load capacity (kg)</td>
<td>8.000</td>
<td>10.000</td>
<td>12.000</td>
<td>14.000</td>
</tr>
<tr>
<td>Box dimensions (mm)</td>
<td>4.500×2.000</td>
<td>4.400×2.400</td>
<td>5.000×2.400</td>
<td>5.000×2.400</td>
</tr>
<tr>
<td>Sidewalls (mm)</td>
<td>600+600</td>
<td>600+600</td>
<td>800+600</td>
<td>800+800</td>
</tr>
<tr>
<td>Wheels</td>
<td>355/50R22,5 RE</td>
<td>355/50R22,5 RE</td>
<td>385/65R22,5 RE</td>
<td>385/65R22,5 RE</td>
</tr>
<tr>
<td>Track (mm)</td>
<td>1.600</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
</tr>
<tr>
<td>Braking system</td>
<td>single line hydraulic / single line pneumatic (Haldex) / dual line pneumatic (Haldex)</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**OPTIONS**
- spare wheel
- wheel parking jack
- pneumatic braking system (Haldex)
- hydraulic tipping connection on rear side
- floor thickness: 4 mm
- conical body dimensions
- steering axle
- tipping safety valve
- third extensions with tarpeline

AVAILABLE IN SPECIFIC DIMENSIONS ON DEMAND!
Your partner for profitable and effective agriculture production!